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%" MK1033

The new MK1033 is unique in
the range being a knuckleboom
crane. Itis a narrow aisle,
operator-controlled crane with
the advantage of a hydraulic
6-section luffing boom and jib.
This gives the crane a serious
“up and over” capacity, making it
easier to perform many tasks such
as glass handling and installation,
lifting in narrow spaces and
placing Dormers and Velux units
on rooftops. The MK1033 is still
narrow enough to fit through a
standard doorway yet boasts a
lifting capacity of 0.995t and a
lifting height of 11.3m.

< 0,995 Toh Max @apAcils Main Boom Angle 80°,0° ( )=MIN Outriggers Position12

o 11.3m Max Working Height M&f r—\l 380

« Super Slim Body Width (750mm) [760 480| 1

» Outrigger Interlock System 320 0

o Low Ground Pressure 995 645 A@]

+ Manoeuvrability & Stability i = 9 Sig%'g:la"

* New display and Moment Limiter 450 | [340 | [250 |

e Multi Outrigger positions @ ) .

¢ Slew Restriction Device @ 7 £

¢ Optional Self-detachable 220 | 1390 /1290 %,
Electric Motor @ 700 530 | [420 6 %

¢ Hydrostatic Transmission 5 g

« Tilt Alarm 0) \ 5

» Radio Remote Control System 700 71530 420 | 4
* Optional 820 kg Winch with \

3
Hydraulic Disc Brake
® 180 (0)
« Data Logger =] T 2
o 2 Year Warranty 220 (30) 215 (0) :
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VENTE ET
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... consider the possibilities
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The values in [] are rated total load (kg), they are
based on the actual working radius including boom
& jib deflection.
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Outrigger Footprints

Diagram shows outriggers at maximum and minimum position.

1905(STD)

(aLs)Zi6t

2265(STD)

with winch : 3030
with electric motor : 3200

with electric motor &winch : 3235

(a1s)€99¢

Standard : 2730

n° national

with winch : 1990
(Brackets removed : 1955 )

Standard : 1955
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